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MODEL NO.: MV5534 

DESCRIPTION: Analog Diesel Compression Tester 

PRODUCT AND PACKAGING SPECIFICATIONS: 
Maximum Pressure: 1,000 psi (6890 kPa) (68.9 bar)    
Weight:  2.52 lbs (1.14 kg) 
Unit Carton Qty:  1 
Unit Carton Size:  12.50” (315 mm) x 8.38” (210 mm) x 

3.75” (95 mm)  
Master Carton Qty:  10 
Master Carton Size:  20.25” (515 mm) x 13.63” (345 mm) x 

18.25” (465 mm) 
Master Carton Weight:  26.5 lbs (12.0 kg) 
Country of Origin:  Taiwan 
Service Languages:  English, Spanish, French, German 
UPC Code:  6 46541 00183 2 
SCC Code:  10646541001839 
Harmonization Code: 9031808080 
Service Parts Available: N/A 
CE Approved: Yes

APPLICATIONS: 
Testing cylinder compression in diesel engines 

KEY FEATURES: 
• Heavy duty gauge is glycerin filled for ease of measurement 
• Push button pressure relief allows repeated tests without disconnecting the tester 
• 15” (380mm) long hose is convenient for getting into tight spaces 
• Rubber boot protects the gauge from bumps and drops 
• Units of measure include PSI, kg/cm2, and Bar 
• Includes custom molded case with extra space for adapters 
• Compatible with Star brand test adapters 
• Snap-on conversion adapter available 

INCLUDES: 
• Analog Compression Tester comprising of glycerin filled test gauge with rubber boot, 15” (380 

mm) long high pressure hose, and female quick release coupler. 
• Custom molded case 
• User Manual (English, French, Spanish, German) 


